
CG932H

[image: image1.png]Parameters

Operating weight 10200+ 200kg.
Load capacity 3800ka

Rated Capacity 17m?*

[Max. Traction Force 106KN

[Breakout Force. 106KN

Working cycle time 015

[Max dumping height 2964:50mm

Max. dumping reach [950mm

Wheelbase 2760=30mm

[Wheel track 1902mm=10mm

Min_turning radius 5200mm

Max speed 33kmin

Lengtn 7055+100mm

Width 2519:30mm

[Heignt 3219:50mm

Engine. Xichai 6DF1D-12G Optional: Weichai Duetuz Engine DF-Cummins 6BT5.9 engine.
[Engine type. 4 stroke, supercharging, water cooling
[Rated power of engine [o2kW

Note:

1. Working cycle time equals the sum ofthe swing arm rising time, swing arm descending time, and roling time of the bucket
2. We reserve the rights to make configuration and specification change to any of our products without prior notice due to the continuous technical improvement of CG products.

‘Sichuan Chengdu Chenggong Construction Machinery Co., Lid. is dedicated to the manufaciure of wheel loaders and carying out research on technological improvements.
Establishedin 1950, we are a reputed wheel oader manufacturer in China. In the past decades, we have been in pursuit of advanced technologies, high precision production
‘and quality inspection lines, as well as employed experienced engineers and workers for the production of our construction machines. We make every effortto ensure the quality
of our wheel loaders, backhoe loaders and motor graders. Our products are IS09001, CE, TIRE ll, and GOST certified. They are exported to over 60 counties including Egypt,
Algeria, Morocco, UK, Germany, France, Russia, India, Vietnam, USA, Canada, Brazi, Argentin, Australia and more. Please contactus for more information!





