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[image: image2.png]‘Our CG956G wheel loaders have the following features:
1.t electic-hydraulic ransmission is offour speed (forwards) and three speed (reverse).

2 This wheel loader has aworking cycle time of 10.7s. The working hydraulic system adopts pilot control.
3. Ithas a fully hydraulic steefing system.

4.This construction machine has a novel dash panel and an equipped operation box on seat.
5.AIC & fuel gauge.

6.The engine cover of this wheel loader is electronic controlled and opens backwards.

7.1t strengthened bucket comes with a wear-resistant plate and teeth.

8.308L fuel tank

9. It adopts intemationally famous fluid connectors and PERMCO pump.

Outstanding Performance
1. Engine.

‘Shangchai C6121 diesel engine used by this wheel loader is ofthe same performance and reliability as the CAT3306 diesel engine.

- This engine is of a ganity type frame. itis made of high strength grey castiron and is supported by a special steel plate.

-thas low emission levels, and produces it noise.

-t starts easily even in low temperature.

- Ithas good adaptability to high altitude.

~ltrequires litle maintenance.

2.Fueltank

- The capacity ofts fuel tank is 308L, allowing the wheel loader to work with heavy loads for 10 hours non-stop.

- Afuel pipe sirainer is added to ensure level-4 filtering efficiency

s easy to maintain

3. Strong heat dissipation system

‘The heat dissipation system of this wheel loader has three big air nlets. Ithas a large heat dissipation area. Proper sealing prevents the back flow of the hot air.
4. Transmission - twin turbine torque converter

- CG twin turbine torque converter has a compact struciure, is reliable and eficientin power allocation.

- The key components are imported from famous companies to improve system reliabilty.

The pump joint face uses an imported seal carrier sheet
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- tis easy and convenient to control with KD key function.

-t of a split casing and easy maintenance, small circumference, small deflection, and good rigidity.

- Itadopts a torque converter of CAT technology with high eficiency.

6. Hydro cylinder. The hydro cylinder of this wheel loader is standardized for higher performance. It has strong interchangeability and is leak-proof.

7. Automatic leveling device.

- The wide-fle type automatic leveling device of our wheel loader carries out both automatic leveling and manual leveling. It also provides protection to the piston rod.
8 Brake system

Eight calipers are installed atthe four wheels, which widens the stressed area, protects the brake and greatly enhances the brake eficiency.

9. Unique front axe brake shield

It can effectively prevent the intrusion of mud and sands and prolong the service life of the brake.

- Italso provides protection to the braking pipeline and thus reducing the maintenance costs of the wheel loader.

Firm and Durable Frame
1. Low graviy center

- The center of gravity of this heavy equipment machine is reasonably positioned to prevent overload of the front axle and the front ransmission shaft This extends the senvice
life ofthe components.

- The low center of gravity increases the adhesive force ofthe wheels and the cutin force of the bucket

2 High strength frame

‘The box type frame of this wheel loader is enhanced by strengthening pillars and strengthening plates. It better distributes the stress and prolongs the senvice life of the frame.
3. Strengthened bucket

- High strength inner ibs are added in the bucket

- Strengthened teeth

-Round steel is welded to the front to protect the bucket and extend the service lfe of the whole wheel loader

4.Hinge joints

- The distance between the upper hinge joint and the lower hinge jointis increased to reduce the siress on the joint during operation. It offers easy direction change.

- Itadopts two pairs of durable tapered roller bearings to ensure the stabily ofthe wheel loader.
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1.Engine cover is electronically controlled and opens backwards.

- This engine cover enables the user to maintain the engine, radiator and other components easily.

- The electronic control, tis easy to operate.

2 Installment boxes

- The hydraulic components are placed in the right instaliment box for convenient maintenance and dust prevention.
- Oil-gas booster and air storage are placed in the left box.

Comfortable Working Conditions

1. Appearance

- The streamiined shape of the machine gives it a moder appearance

- tis painted with high-qualit paint and good workmanship.

- The front and rear fenders adopt tube welding structure. They have good rigidity.

2.Cab

‘The cab of this wheel loader is spacious enough to provide comfort for the driver and wide vision.

3.Instrument desk.

- Streamiined instrument panel

- Afuel gauge is added for easier control and high efficiency

4.Integrated operating case

‘The suitably designed operating case comes with cup sets, profile boxes and more.
5.Seals

‘The 956G wheel loader has a fully adjustable, bi-directional, and shock-absorbing seat It can be adjusted as required for more comfortable and efficient operation.
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[Operating weight 16600kg
Load capaciy 5000kg

Rated Capacity 2536m*

[Wax Traction Force 70k

Breakout Force 70k

Working cycle time 107s

[Wax dumping height 3196mm

[Wax dumping reach 033mm

ax. grageabily 30°

Wheelbase 3280mm

Wheel track 2795mm
Win_tuming radius 6570mm

iax speed 36kmn

Lengtn 8020mm

Widtn 3000mm

Heignt 3480mm

Engine Shangchai 612126
[Rated power of engine 62K

Note:

1. Working cycle time equals the sum of the raising time of the swing am, the descending time of the Swing arm, and rolling time of the bucket.
2. We reserve the right to make changes to the configuration and specification of our products without prior notice due to the continuous technical improvement of CG heayy

‘equipment machines.

We are a professional wheel loader manufacturer located in Chengdu city of Sichuan province, China. We have the capacity to offer our customers diferent specifications of
wheel loaders, backhoe loaders, and motor graders. These construction machines are IS09001, CE, TIRE ll, and GOST certiied. They are exported to over 60 countries.
including Egypt, Algeria, Morocco, UK, Germany, France, Russia, India, Vietnam, USA, Canada, Brazi, Argentina, Ausralia and more. Please contactus for high quality wheel

loaders at low prices.





