CG958H(CE)

[image: image1.png]=





[image: image2.png](CGO58H (CE) Top Classwheel loader has the following features.
1.Ithas passed EU Safety Certification (CE).

2.This heavy equipment machine is powered by an original USA Cummins QSB6.7 engine and meets European Emission Stage II/EPA Tier Il standards.

3.Ithas a fully hydraulic power steefing system with flow Ioad-sensing, single joystick, boom lifing limitation and bucket auto-balancing function.

4.The electro-hydraulic ZF transmission of this Top Classwheel loader is four speed in forward motion and three speed reverse.

5 Integrated wet drive axles.

6. This construction machine has hydraulic motor drive, independent cooling system and electronically controlled backward-opening engine cover.

7.Hts alarm system and electronic monitoring evice provide automatic reak-time machine monitoring

8. Its comfortable ROPSIFOPS cab is heat-nsulated, shock-absorbing, noise-reducing, ulravioletradiation-proof, and warm. Ithas a large window for a better view and
‘comfortable driving.

9.The noise level in the cab and noise radiation level of the entire Top Classwheel loader meetthe requirements of EU Noise Emission Directive 2001/14/EC.

High Efficiency and Outstanding Performance
1.Engine

CGI58H (CE) Top Classwheel loader is powered by a Cummins QSB6.7 engine. Itis powerful, economical in fuel consumption and s reliable.

2. Dual-pump flow-converging steefing system

‘The dual-pump flow converging steering system offers easy operation andis efficient.

Heavy-duty Frame

1.This Top Classwheel loader has a high strength and maintenance free frame. ts frame is designed using 30 technologies.

2.The streamlined mudguard has a better appearance,rigidity and utity.

3. Detailed safety design. CG958H (CE) Top Classwheel loader comes with antiskid material at both sides and rubber material in cab to enhance the safety of the machine.
Good Operating Environment

1.cab

‘The comfortable cab of this Top Classwheel loader is an ROPSIFOPS cab with an air conditioner for a better working environment.

2.Seat

‘The shock absorbing seat can be freely adjusted to meet different driver demands. The conirol box can be moved forward or backward.

3. Electrical monitoring system

This wheel loader has a level-3 alarm system and an electronic monitoring device.

Convenient and Prompt Maintenance

1. Engine cover

‘The engine coveris electronically controlled and opens backwards. This makes maintenance easy.

2. The integrated hydraulic components box makes it easy to examine and repair this Top Classwheel loader.
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Operating weight 17700kg
Load capacity B

Rated Capacity 2536m

[Max. Traction Force 180kn

[Breakout Force. 165kn

Working cycle time 1ies

[Max dumping height 3196mm

Max. dumping reach 1039mm

Max gradeability 30°

Wheelbase B

[Wheel track [2745mm
Min_turning radius 6400mm

Max speed (forwards) 36kmin

Length 8180mm

Width [3000mm

[Heignt 34540mm
Engine. Cummins QSB6.7
[Rated power of engine 164kw

Note:

1. Working cycle time equals the sum of the raising time taken by the swing arm, the descending time of the swing arm, and the rolling time of the bucket.
2 We reserve the right to make changes to the configuration and specification of our products without prior notice due to the continuous technical improvements of CG
construction machines.

We are awheel loader manufacturer of products that have obtained ISO900: 2000, CE, TIRE Ill, GOST certiicates. Our wheel loaders, backhoe loaders, and motor graders are of
high quality and low prices; they are therefore increasingly demanded in Brazi, Argentina, Vietnam, USA, UK, Germany, Russia, and Egypt, among other countries. In Chengdu
city Sichuan province, we welcome your visit




