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1.Top configuration reliable guarantee
Develop and produce the most suitable truck-mounted concrete pump for you is our invariable pursuit. 
Chassis: Benz, Volvo chassis are luxury, comfort, and excellent in performance; Isuzu, Hino chassis are economic, and perfect in maintenance network; the special chassis made by Zoomlion feature high performance-price ratio. 
Engine: the Energy-Saving Technology of power-auto match insure the unionization ratio of the fuel, the fuel consumption is 25% lower than similar truck-mounted concrete pumps, all the emission reach the GB17691-2005 (the Ⅲ stage) or Euro Ⅲ standard, it is Environment protection and energy saving.
Transfer Case: adopt the original transfer cases from STEIBELL and other companies in Germany; it features good sealing, compact structure, light weight, full lubrication, top brand, and reliable quality.

2.High efficiency pumping system
Professional relies on Zoomlion. As the cradle of the domestic concrete pumping technology, we always hold the pulse of the development of concrete pumping technology. Our heart and soul devotion and pay is to help you enjoy the joy of success all the time. 
Double-pump and double-circuit closed hydraulic system:
The system compaction is 20% lighter than open system; The system is reliable, and the hydraulic components owns longer service life; The outriggers and booms are unease to crake and move steadier; the hydraulic oil circulate in internal which is more environmental protection and stronger in demulsify; the oil consumption is 30% lower than the open system, and the oil replacing cost also reduced.
Piston auto-retract technology:
Less labor and time in replacing the piston; both mechanical and hydraulic position-limitation is safe and reliable. 
Full-hydraulic reversing technology:
The concrete mechanic adopts the reliable closed system full-hydraulic reversing technology for the first time, it greatly improve the control precision and further reduce the system compaction.
High suction:
The optimized designed pumping system make the real pumping efficiency reach 80% above the theoretical value, the suction efficiency exceeds 10～15% than other machines in the industry, it is economical. 

3．Reliable boom system
The compaction to the boom is lighter; no blind area would appear while pumping. The excellent materials, accurate design, and precise manufacture can help you work freely all the time.
The booms adopt the models of RZ type, Z type and R type.
(1)Characteristics of the RZ booms:
The height requirement of unfolding the booms is low; while folding and unfolding the booms the space requirement is small but the speed is fast; Booms operation is convenient and flexible, and the effective operating range is wide; You can do pumping in small areas, i.e., it is convenient to be inserted into a whole of the size of a window; beautiful and neat in appearance.
(2)Characteristics of the Z booms:
Space requirement is small while unfolding the booms, and the speed of folding and unfolding the booms is fast. It is more convenient to replace pipes, thus be more suitable for narrow working space. 
Elaborative design:
Though finite element analysis, modal analysis, dynamic analysis and repeated test, and with the support of precise data, the boom system is guaranteed to be reasonable in structure and excellent in performance. 
Excellent materials:
Made of high quality 700～900Mpa high strength steel plates from Swiss, feature high reliability. 
Precise manufacture:
Every steel plate and welding seam passed 100% no injury test; they are rigorous in process and outstanding in durability.
Speed stepless adjust of the booms 
Stepless adjust of booms, with sensitive proportional control system make it simply to adjust the speed of booms, and acquire excellent operation performance. 
New buffering technique:
The patent of new buffering technique on swing cylinder reduces the lateral compaction to the booms.

4．Preeminent intelligent control
We pay attention to every nerve ending in the nervous system of the whole vehicle. The vehicle features high automation in electrical system, humanization in design, more suitable for real working condition.
energy-saving control
The self-developed energy-saving control technique set the output power of the engine auto match according to the load change, it reduce the oil consumption to the utmost.
Intelligent control and diagnosis:
Technology of pumping process’s automatic adjust for keeping steady, system parameters are monitored in real time, data automatic-analyzing and handling system, perfect self-protection function. 
Friendly human-machine interface:
The humanized human-machine interface of takakiyo and precision touch type can lead you log in the information pages you want and gain the information you need.
Safe-operation control technique:
Effective anti-misoperation control design ensures the reliable and safe operation of the system.
Feedback-type remote controller:
With the data feedback type remote controller with bidirectional communication technique, operators can real time monitor the working parameters of the vehicle. It is more safe and reliable. 
Database of equipment manage:
Working data record and manager system, maintenance indicates, embedded maintenance guide set the management and maintenance of the vehicle is more convenient.
GPS remote locate control:
The features of accurate locate, omni directional data monitor and manage can help you master and control the working status of your vehicle without ever leaving home.

5．Value-added accessories enhance profit-making ability
Starting from the customer, focus on the operation cost; we are making every effort to manufacture profit-making weapons.
Low consumption but high efficiency lubricate:
The lubrication system adopts auto-centralized oil supply system with features of forced filtration, pre-pressed double-pump and energy-saving, thus it can fully supply oil, do well the lubrication, spend less labor and time, and it reduce over 50% oil consumption compared to the general continuous oil filling.
Components own longer service life:
Water& pollutions bypass absorption and filtration function is added on the return oil loop, thus it prolongs the service life of the hydraulic components.
Weary parts are wear-resistant
Glass plates and cutting rings are made of high strength hard alloy. The service times of the glass plates reach 130000m3 and reduce the use cost.
Low cost in later maintenance:
Main purchased components are from top brands in the world, which own longer service life and required for low cost in later maintenance.

	model
	ZLJ5281THB125-37
	ZLJ5292/3THB125-37
	ZLJ5294/5THB125-37

	Pumping

system
	Max. theo. outputm3/h
	120
	120
	120

	
	Max. output pressure of the concreteMpa
	6.5
	6.5
	6.5

	
	Rated working pressureMpa
	32
	32
	32

	
	min-1 Pumping frequency
	22
	22
	22

	
	Hopper capacityL
	550
	550
	550

	
	Feeding heightmm
	1540
	1540
	1540

	
	Mode of the hydraulic system
	closed/open
	closed/open
	closed/open

	
	Mode of the distribution valve
	S valve
	S valve
	S valve

	
	Cylinder diameter×strokemm
	130×2100
	130×2100
	130×2100

	
	Cylinder diameter×strokemm
	230×2100
	230×2100
	230×2100

	
	Cooling of the hydraulic oil
	Air-cooled
	Air-cooled
	Air-cooled

	
	Recommended collapsed slumpcm
	12~23
	12~23
	12~23

	
	Max. dimension of the aggregatesmm
	40
	40
	40

	booms
	Max. pumping heightm
	36.6
	36.6
	36.6

	
	Max. pumping radiusm
	32.6
	32.6
	32.6

	
	Max. pumping depthm
	24.9
	24.9
	24.9

	
	Slewing angle
	365°
	365°
	365°

	
	Number of the booms section
	4
	4
	4

	
	Length of each boommm
	8650/7860/7980/8080
	8650/7860/7980/8080
	8650/7860/7980/8080

	
	Angle of unfolding the booms
	100°/180°/180°/270°
	100°/180°/180°/270°
	100°/180°/180°/270°

	
	Diameter of the delivery pipemm
	125
	125
	125

	
	Length of the end hosemm
	3000
	3000
	3000

	Chassis and whole vehicle
	Chassis model
	CYZ51Q
	Actros 3340/3341
	FM 400/JHW5330F49B4E

	
	Drive mode
	6×4
	6×4
	6×4

	
	wheelbasemm
	4595+1310
	4500+1350
	4900+1370

	
	Wheel gauge (front/rear)mm
	2065/1850
	2034/1804
	2019/1834

	
	Modle of the tyre
	295/80R22.5
	315/80R22.5
	12.00R20

	
	Modle of the engine
	6WF1A
	OM501LA
	D13

	
	Max. power of the enginekW/(r/min)
	265/1800
	290/1800 or 300/1800
	294/1400~1800

	
	Max. torque of the engineN.m/(r/min)
	1422/1100
	1850/1080 or 2000/1080
	2000/1050~1400

	
	Displacement of the enginecc
	14256
	11946
	12800

	
	Type of the fuel
	diesel
	diesel
	diesel

	
	Capacity of the fuel tankL
	380 aluminum
	400
	410 aluminum

	
	Standard of the exhaust emission
	EUROⅢ
	EUROⅡ/ EUROⅢ
	EUROⅢ

	
	Max. speed of the whole vehiclekm/h
	85
	85
	≥80

	
	Mass of the whole vehiclekg
	28190
	28830
	28850

	
	Overall dimension of the whole vehicle (length×width×height)mm
	11650×2500×3870
	11690×2500×3800
	11910×2500×3845

	others
	Type of lubrication
	Auto lubrication of energy-saving type
	Auto lubrication of energy-saving type
	Auto lubrication of energy-saving type

	
	Capacity of the hydraulic oil tankL
	650
	650
	650

	
	Type of control
	manual+ remote control
	manual+ remote control
	manual+ remote control

	
	Max. pressure of the water tankMpa
	4
	4
	4

	
	Capacity of the water tankL
	550
	550
	550

	
	Mode of cleaning the concrete pipes
	Water washing/ dry cleaning
	Water washing/ dry cleaning
	Water washing/ dry cleaning


