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· Where ever mining trucks are used you will find our top-notch after sales service employees. Response time to service calls is quick. We are proud to provide the best service in the Chinese mining truck industry. 
· Most major components are from world-class international suppliers, quality is guaranteed. Parts sales and support is quick and convenient. 

· Double layered steel structured cab is dustproof, sound insulated, heat insulated, equipped with air-conditioning and heating, and uses a mechanical vibration dampening suspension seat. The front of the truck bed covers the cabin to prevent falling objects from damaging the cab or operators platform to add another layer of drivers safety. 

· 1、High strength, safety frame with excellent torsion resistance is able to adapt to all kinds of harsh working conditions. The body lower and rear plates are made of a low carbon high strength steel alloy which improves bearing performance, makes dumping more convenient, greatly reduces wear, and improves impact resistance.
2、Use of world-class hydraulic components from EATON ensures the service life of the hydraulic components.
3. Full hydraulic steering with emergency steering system to ensures control in sudden emergency situation.
4、The shock absorption system use a single oil and gas chamber suspension, this improves shock absorption performance.
5. The SGR50’s extra small turning radius makes it suitable for working in narrow spaces and when room is tight.
6. An alarm on the body is activated when lifted, alerting the operator and those nearby to be safe.
7、Hydraulic mechanical transmission has 5 forward gears, 2 reverse gears, and wet multi-gear interior clutch for gear shifting. Having no outer clutch allows for effortless gear changing with the gear shift column, reducing operator fatigue. The hydraulic torque convertor has an automatic lock function for work on slopes and operating at high speeds. 
8、The optional automatic lubrication system can apply lubrication to key parts of the machine at fixed intervals as set by the user. This saves time for the operator and greatly reduces the possibility for machine failures and damage. This option is incredibly valuable for extending the life of your machine. 

· 1、Equipped with a KTA19-C525 Chongqing Cummins engine，from the Cummins K series engines, which offer stable performance. This engine was specially designed for mining vehicles making it the ideal selection。
2、Can also be equipped with original a U.S imported Cummins EFI QSX- engine. This engine provides good performance, low fuel consumption and advance emission controls (Tier 3). The electric control accelerator and fuel system allows the engine to reduce emissions and improve fuel efficiency simultaneously. This engine also features an automatic engine protection function and on-board diagnostic system. The COM interface port allows the operator to monitor system data in real-time, run system data, and diagnosis and solve fault issues 
	Engine
	Cummins

	Net  Power
	392 kW (525 hp) @ 2,100 rpm

	Max. Payload
	45,000 kg

	Net Machine Weight
	30,000 kg

	Max. GMW
	75,000 kg

	Driving Style
	4*2

	Max. Speed
	56 km/h

	Max. Grad Ability
	35%

	Tire Type
	21.00-33


