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*The vehicle parameters：

Morphology (mm) : 12000 * 2550 * 3670
Seating (people) : 25-57
Curb weight (kg) : 13150
Hundred kilometers fuel consumption condition (calibration) (L) : 21
Luggage compartment (m3) : 9
The highest speed (km/h) : 100
*Chassis configuration /parameters：
Steering system: jiangmen redirector, integrated power steering, adjustable steering wheel up and down before and after
Send dynamic machine: YC6L310-42, YC6L330-42, WP10.336 E40
Variable speed device: 6 ds150tb ds - 148 (6), with synchronizer sixth gear machinery, three soft shaft remote operation
Suspension system: leaf spring, front suspension with transverse stabilizer bar and front and back of two-way cartridge damper
From the combiner: GMF430, hydraulic remote control, with air power
*Body configuration：

Seating: 51 + 1 + 1;ECO033 seat (adjustable backrest Angle, lateral movement, the back five chairs not tuning);Massage chair driver, guide, chair has a seat belt
Warm wind system: no plumbing, engine waste heat defrosting
Air conditioning system: the independent overhead type air conditioning refrigerating capacity 32000 kcal/h)
Audio-visual systems, hard disk player + microphone cable duct increase microphone jacks (middle), 19 'front fixed liquid crystal displays (not big siege)
Other configuration: null
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