
ZK6109H2Z| sitting on reliable enjoys a worry
*The vehicle parameters：
Morphology (mm) : 10390 * 2500 * 3550
Seating (people) : 24-57
Curb weight (kg) : 10890
Hundred kilometers fuel consumption condition (calibration) (L) : 17
Luggage compartment (m3) : 6.1
The highest speed (km/h) : 100
*Chassis configuration /parameters：
Steering system: integrated power steering, adjustable steering wheel up and down before and after
Send dynamic machine: WP7.270 E40 YC6A260-40
Variable speed device: synchronizer gear mechanical transmission, double soft shaft remote operation
Suspension system: plate spring suspension (9) after 8, front suspension with transverse stabilizer bar and front and back of two-way cartridge damper
From the combiner: monolithic dry spiral spring clutch assembly, 420 friction plate diameter, hydraulic remote control, with air power
*Body configuration：

Seating: (before) the door before large intermediate seats: 45 + 1 + 1 (43)
Warm wind system: no or optional independent compulsory cooling water (24000 kcal/h)
Air conditioning system: no or optional colin/cheese air conditioning, refrigerating capacity 28000 Kcal/h
Audio-visual system: standard cassette player, optional hard disk player, pre - 17-inch LCD sc-reens fixed
Other configuration: domestic engine thermal management system, can be the optional import engine thermal management system
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